
Airline Hose Specification Sheet 

 

All supply hoses are CE marked to EN 139 and are approved with the full range of 

Airline Breathing Apparatus. 

 

Each hose is fitted with a male and a female CEN type coupling.  

 

PVC hoses are suitable for general industrial use and offer little protection against heat 

and many chemicals. Anti-static hoses feature a polychloroprene rubber outer with a 

nitrile rubber liner and are more heat resistant than PVC hoses. They also offer chemical 

protection against a wider range of chemicals. Anti-static hoses are also suitable for use 

in potentially explosive or flammable atmospheres. 

 

Available Lengths 

 

PVC 

3, 10, 15, 20, 30, 50, 60, 90 meters 

 

AS 

3, 10, 15, 20, 30, 50, 60 meters 

 

Specifications PVC 

 

Colour –Black 

Cover Material – Black PVC 

Lining Material – Clear PVC (Cadmium Free) 

Reinforcement – Polyester 

Working Pressure – 1.5 Mpa 

Burst pressure – 4.5 Mpa 

Outer diameter – 14.8 – 16.2 mm 

Bore diameter – 9.0 – 10.3 mm 

 

Specifications AS 

 

Colour –Black with stripe 

Cover Material – Neoprene (CR) 

Lining Material – Nitrile (NBR) 

Reinforcement – Polyester 2 Ply 

Working Pressure – 1.8 Mpa 

Burst pressure – 5.0 Mpa 

Weight – Approx 250 gram/meter 

Electrical resistance – Approx 10
3
Ohms  

Outer diameter – 17.4 – 19.2 mm 

Bore diameter – 9.4 – 10.0 mm 
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