DIMENSION IN INCHES

J060 HIGH AREA "
CHARACTERS

RED BACKGROUND
AREA

050 HIGH
CHARACTERS

RED
BACKGROUND AREA
4050 HIGH
CHARACTERS

090 DIA, TYP.
2 DATS — LOCATED
APPROX. AS SHOWN

VENDOR'S UL RECOGNIZED
— COMPONENT SYMBOL PUT HERE 137 HEX
CHARACTERS Y o s ;

.125-27 N.P.T.

(DIMS. SHOWN AS REF. ONLY) . ! @
N PROVIDE A .015 DIA MAX. RESTRICTOR
/omnct: INSERTED IN THE GAUGE

SPUD AT THIS LOCATION.

| _TEMP. 'F | BARS |

400—~ |- 0 15.9

10 17.2

POINTER (YELLOW) — 825 20 18.3

@ 30 19.6

— 1,187 —~ 40 21.0

50 22.1

80 234

70 24.8

80 26.2

MATERIAL: 90 27.9
SOCKET — BRASS — POLYESTER EPOXY (COMPATIBLE WITH BRASS & ALUM. VALVE BODIES). 100 293
BOURDON TUBE — BERYLLIUM COPFER 110 30.7
CASE — STAINLESS STEEL 3
WINDOW — POLYCARBONATE 120 32.7
GAUGE POINTER — YELLOW 130 345

GAUGE MUST BE U.L. LISTED UNDER U.L. RECOGNIZED COMPONENT LISTING PROGRAM
IN ACCORDANCE WITH U.L. STD. 2166.

Pressure Guage FM200
Part: 06-117879-100
GX20 Systems
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