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DS 15-8025-0200CONTACT PRESSURE GAUGE

N.C. UNDER PRESSURE 200 BAR

INERT GAS 160 BAR SWITCH 4-WIRE

PS 21.06.17 TF 10/07/17 15/09/17 B 17-067

BRASS
STAINLESS STEEL

GOLD-PLATED

POTENTIAL FREE, SNAP-ACTION

5-100 mA
2.4W max.

0-315 Bar (0-4569 Psi)

< 160 Bar (2320 Psi) DECREASING
4.5-24 VDC/VAC

> 160 Bar (2320 Psi) INCREASING

0.142 kg (0.313 lb)

IP 65

200 Bar (2900 Psi)

315 Bar (4569 Psi)

min. 800 Bar (11603 Psi)

-40°C TO +60°C (- 104°F To + 140°F)

1/4" BSP CONNECTION MATERIAL

NORMALLY OPEN

CONTACT LOAD
CONTACT PIN & PLUG

CONNECTOR L-PLUG 4-PIN

PRESSURE GAUGE 

NORMALLY CLOSED

TEST PRESSURE

PROTECTION

WORKING PRESSURE

BURSTING PRESSURE

ACCRURACY CLASS

OPERATING TEMPERATURE AMBIENT

WEIGHT

CONTACT

VOLTAGE
CURRENT

HOUSING MATERIAL
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PG7 PLUG (PART #: 38-400005-100) 

CONNECTOR AS SEEN FROM REAR

PIN No. 2:  + (POSITIVE) FOR N.C. OPERATION
PIN No. 3:   -  (NEGATIVE) FOR OPTIONAL MONITORING USE
PIN No. 4:  EARTH or + (POSITIVE) FOR OPTIONAL MONITORING USE

PIN No. 1:   -  (NEGATIVE) FOR N.C. OPERATION
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