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SURGE COUNTER TYPE: SC13/AC

LA-17004

C. KWOK

C. KWOK

R.MARTIN

01/07/2016

C1 1 

CJ2984-000

NTS
SIZE

A3

01/07/2016DIMENSIONS:

MATERIAL FINISH

SURFACE TEXTURE

TOLERANCES UNLESS
OTHERWISE
SPECIFIED:mm [INCHES]

0 PL    ± 
1 PL    ± 
2 PL    ± 
3 PL    ± 
4 PL    ± 

ANGLES ± 

01/07/2016

DWN

CHK

GROUND TERMINATION M12 NICKEL
PLATED BRASS FITTED WITH
2-NICKEL PLATED BRASS LOCKNUTS.

M12 x 35 STAINLESS STEEL
SET SCREW WITH FULLNUT
AND SPRING WASHER.

HERMETICALLY SEALED GLASS
DISPLAY PANEL.

50Ø

MOULDED RESIN INSULATOR

LINE TERMINATION M12 NICKEL PLATED
BRASS FITTED WITH 2-NICKEL
PLATED BRASS LOCKNUTS.

12

MAX TIGHTENING TORQUE FOR CONNECTIONS AND MOUNTINGS 40Nm
 
COUNTER CASE OF DIE CAST SILICON ALUMINIUM EPOXY POWDER COATED
 
PROTECTION CLASSIFICATION IP67
 
METER SCALE SHOWN IS TYPICAL ONLY.
 
WEIGHT 2.8Kg APPROX,

12 6

149 91 143

13
7

4030

57
30

FLYING LEAD
CABLE GLAND & 2-CORE CABLE
0.5M LENGTH FROM AUXILIARY
CONTACTS RATED 0.5A 250V AC OR DC.

48


