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SURGE COUNTER
TYPE SC13L

ALL DIMENSIONS NOMINAL
UNLESS SPECIFIED

MAX TIGHTENING TORQUE FOR CONNECTIONS AND MOUNTINGS 40 Nm
 
COUNTER CASE OF DIE CAST SILICON ALUMINIUM EPOXY POWDER COATED
 
METER SCALE SHOWN IS TYPICAL ONLY
 
PROTECTION CLASSIFICATION IP 67
 
WEIGHT 3.1 kg APPROX.

METER: 6 DIGIT CYCLOMETER AT LEAST 5 COUNTS/SECOND
 
MINIMUM COUNT CURRENT: 200 AMPS 8/20 MICROSECOND WAVE
 
MAXIMUM HIGH CURRENT WITHSTAND: 100 kA 4/10 MICROSECOND WAVE
 
NOMINAL RESIDUAL VOLTAGE AT 100 kA: 5 kV PEAK WITH 4/10 MICROSECOND WAVE
 
SC13 LEAKAGE: 0-50 mA (BILINEAR SCALE) REF. SC13

HERMETICALLY SEALED
GLASS DISPLAY PANEL

MOULDED RESIN
INSULATOR

LINE TERMINATION M12 NICKEL
PLATED BRASS FITTED WITH

2-NICKEL PLATED BRASS LOCKNUTS

GROUND TERMINATION M12 NICKEL
PLATED BRASS FITTED WITH
2-NICKEL PLATED BRASS LOCKNUTS

M12x35 GALVANISED
STEEL SET SCREW

WITH FULLNUT AND
SPRING WASHER

sales@norrscope.com
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