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FE-13 Component Description & Kidde Fire Systems

A UTC Fire & Security Company

Electric and Cable Operated Control Head

Explosion Proof Solenoid Effective: April 2007
K-96-6030

CONNECTION FOR FLEXIBLE
ELECTRIC CONDUIT
CONNECTING WIRES 1/2 in. NPT (FEMALE)

36 in. (914 mm) LG OPERATING SOLENOID
U.L. LISTED FOR USE IN THE
FOLLOWING HAZARDOUS LOCATIONS:
CLASS GROUP OPER. TEMP.
4 I c 13 TO +150F
(-25 TO +65C)
I D -40 TO +150F
(-40 TO +65C)
ff I EF,G -40 TO +150F
ff (-40 TO +65C)
| 4 Al/ LOCKING PIN
7-371in. SEAL WIRE
(187 mm) -!-

> \
I LOCAL MANUAL
RELEASE LEVER
|:| CONNECTION FOR REMOTE

4 = PULL BOX PIPE OR CONDUIT

/ 3/8 in. NPS (MALE)
CONNECTION FOR CABLE HOUSING ‘ 4.93 in. . \
TO SECOND CONTROL HEAD IF USED (125 mm)
3/8 in. NPS (FEMALE). USE PNEUMATIC SWIVEL NUT
CONTROL HEAD CABLE HOUSINGS INDICATOR AND 1.50 in. (38mm) HEX
SEE K-96-7020 RESET STEM 1 1/4-18 NF-3 THREAD

Control Head

Part Number

Voltage Power Consumption
897494 24 Vdc 33 Watts
897560 120 Vac 15.4 Watts
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