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SYPHON TUBE CYLINDER VALVE (GCV40)
CYLINDER SAFETY CAP
oYL DIMENSIONS
PART NUMBER SIZE A B C WEIGHT
E7763-121-01-EU S LTR 180 340 440 9.9 Kg
E7763-122-01-EU | 8 LTR 180 935 633 12 Kg
E7763-123-01-EU | 16 LTR 230 580 680 157 Kg
E7763-124-01-EU | 28 LTR 230 883 985 211 Kg
NOTES:

1. THE SAFETY CAP MUST BE INSTALLED ON THE VALVE OUTLET AT
ALL TIMES EXCEPT WHEN THE CYLINDERS ARE CONNECTED TO THE
SYSTEM PIPING OR ARE BEING FILLED. THE SAFETY CAP MUST
NOT BE REMOVED FROM ITS CHAIN.

2. HORIZONTAL MOUNT CONTAINERS ARE TO BE INSTALLED WITH THE
PRESSURE GAUGE FACING UP.
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MATERIAL: LISTED
VALVE BODY: BRASS

CYL”\IDER STEEL, PAINTED RED 5 2.08.10 | UL MARK ADDED DCN10-037
4 128.09.04 REVIEW AND REISSUE
(FS 595 11105 FLAG RED)
. 3 112.05.03
ALL DIMENSIONS IN mm's UNLESS OTHERWISE STATED
REV DATE REASON FOR ISSUE APP
DESCRIPTION
: CYLINDER & VALVE (HORIZONTAL MOUNT

;gV/ Kldde . [hame Park Road, GX20 ASSEMBLIES FOR 5It( TO 28It )

@ Fire Protection o oc 5| SYSTEMS
PART NO: E7763—121-01-EU to 124—-01-EU




